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CHOOSE YOUR COLOUR 

  

  

  

  

TRAVERTINE 

 

LIMESTONE 

SANDSTONE 

GRANITE 

EARTH 

NATURAL GREY 

SLATE 

The product colours in this booklet are as accurate as current photography & printing techniques allow. We suggest 

you look at actual samples for a better idea and selection.  



LEDGESTONE  

Earth-RNVS001 Sandstone-RNVS028 

Ledgestone offers the look of dry stacked stone which gives timeless beauty to any application, whether itôs your house   

facade, office feature wall, fireplace, poolside feature or general landscaping. Ledgestoneôs interlocking panel allows for 

user friendly installation with the most complex of designs. 

Slate 

The product colours in this booklet are as accurate as current photography & printing techniques allow. 

We suggest you look at actual samples for a better idea and selection.  

Limestone 

Natural Grey 

Earth 

Sandstone 



LEDGESTONE  

Granite 

The product colours in this booklet are as accurate as current photography & printing techniques allow. 

We suggest you look at actual samples for a better idea and selection.  

Travertine 

Sandstone 

Slate 

Natural Grey 
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LEDGESTONE  

 Order Multiples;               0.6mĮ per case                  21.60mĮ per pallet                    

Limestone Slate 

Sandstone 

Earth 

Natural Grey 

 Average Thickness: 20mm-30mm 
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Sample installation pattern 

No need for prefabricated corners ð All bodies interlock around corners 

Please note: all sizes printed are approximate and are subject to change. For current exact measurements please contact 

Head Office on 1300 984 572  

Travertine 

Capping available to suit all colours - Size: 490-510mm x 295mm x 40mm 



LEDGESTONE INSTALLATION 

Important Note: Our Ledgestone collection has been designed to have irregular edges to give a rustic appeal. This will 

create small voids between some panels.  If your application requires corners to be covered, apply these first.We suggest 

you prepare the wall by ensuring the colour of the wall is similar to the stone. This can be done by tinting the glue or mortar 

with an oxide. Check with your local glue supplier for warranty & terms. 

¶ Ledgestone has been designed for dry stack installation/presentation. When applying the panels keep the joints as 

tight as possible to retain the natural dry stone look. 

¶ If your application requires corners to be covered, apply these first 

¶ After the corner pieces have been applied, apply the stone panelôs 1-2 layers at a time, working towards the cen-

tre. 

¶ Colour, size and texture variation is an essential aspect of a natural looking stone wall. Select stone from different 

boxes and lay out across your job site to ensure you gain this look. The visual effect will be enhanced by an overall 

natural mixed presentation   

 

 

Sample Installation guide ï (just like brick work) avoid straight vertical lines when placing the stone 

All bodies interlock around corners 

Cutting the stone panels: The stone panels can be cut or trimmed using a wet saw, hammer & bolster, wide mouth 
nippers or angle grinder with diamond blade attached.  

Sealing: To retain the original fresh quarried look we suggest sealing the stone. If you would like the stone to mellow 
slightly and gain the European look after years of harsh weathering don't seal the product. 


